












































































POSITION OF COMPONENTS 
BENEATH VOLUME CONTROL 
RI8 AND T5 




'□D 

POSITION OF COMPONi 
ENTS BENEATH GANG 
CONDENSER 


note:- resistors shown 

SOLID BLACK. 



T5.W SI 


LI (tap) 


P123BQ 



CS| ictt 

' i « CONNECTIONS 
OF TRANSISTORS 


T6.B T5.0 T6.R T4.R 

JI-4 ARE JUMPER CONNECTIONS. 
TRANSISTORS SHOWN THUS-<C:^ 


C-COLLECTOR^ 

B-BASE-'y/ 

E-EMITTER -' 


BATTERY CONSUMPTION 7mA AT 6v. WITH NO SIGNAL INPUT, 


CIRCUIT ANALYSIS 


Code 

Transistor Function 

Type 

Ref. No. 

Ec 

Ic 

Eb 

Ee 

Transistor Alternatives | 

R.C.A. 

G.T.C. 

Mullard 

Ed i swan 

TR1 

Frequency Changer 

V6/R4M 

865208 

—4.20 

0.5mA 

—0.37 

—0.37 

2N219 

GT761R 

OC45 

XA102 

TR2 

1st I.F. Amplifier 

V6/R4 

865206 

—6.00 

0.7mA 

—0.79 

—0.82 

2N218 

GT760R 

OC45 

XA101 

TR3 

2nd I.F. Amplifier 

V6/R2 

865200 

—5.45 

0.45 mA 

—0.99 

—1.07 

2N218 

GT759R 

OC45 

XA101 

TR4 

A.F. Amplifier 

V10/50B 

865006 

—5.45 

1.9mA 

—0.60 

—0.5 

2N217 


OC71 


TR5 

Output 

V10/30A 

865004 

—6.00 

1.2mA 

—0.19 

—0.022 

2N270 


OC72 


TR6 

Output 

V10/30A 

865004 

—6.00 

1.2mA 

—0.19 

—0.022 

2N270 


OC72 



Note: All measurements taken with no signal input. Gang fully meshed. 

Measurements taken with an Avometer Model 8 instrument which has a resistance of 20,000 ohms per volt. 






















